
The LEM-P Series automatically regulates wire tension through closed-loop control technology,
ensuring constant tension throughout the winding process.

Integrated tension control platform combining electronic tensioners, Panel PC and proprietary LTR software.

LEM-P SERIES
Wire Diameter Range:

0.031 – 1.500 mm

CLOSED-LOOP
ELECTRONIC TENSIONERS

APPLICATIONS
Motors

Transformers
Coils
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TECHNICAL HIGHLIGHTS
Wire Diameter: 0.040 – 1.500 mm
Tension Range: 16 – 9000 g
Closed-Loop Control: Automatic tension regulation
Response Speed: Optimized for high-speed winding



Key Features
Closed-Loop Control

Automatic regulation of braking force according to actual wire tension.
Integrated Load Cell

Continuous tension measurement during winding.
LCD Display

Real-time visualization of actual tension values.
Electromagnetic Brake

Fast and precise electronic tension control.
Software Connectivity

Parameter configuration and graphical monitoring through Panel PC.
Front Wire Feed

Compact installation and multi-spindle compatibility.

Typical Applications

                                                 
                                            Transformers                                      Inductors                                                                       Multi-Spindle
                                                                                                                                                                                                                   Windings  

                                                           
                                                                               

Optional & Accessories 

Custom mounting solutions 
Wire brake detection sensor
Visual and acoustic alarm box

ELECTRONIC TENSIONERS

WHY LEM-P SERIES
Unlike conventional mechanical tensioners, the LEMP Series continuously measures actual wire tension and
automatically adjusts braking force to maintain the desired tension value.
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KEY BENEFITS
Constant wire tension
Improved winding repeatability
Reduced operator intervention
Higher process stability



Available Materials:
Aluminum structure
ABS structure

Industrial wear-resistant components

Precision mechanical adjustment system

Suitable for:
New winding machines, 
Retrofit projects,
Replacement of existing tension control systems.

Custom configurations are available upon request.

Available Brake Control Modes
Open-Loop
Closed-Loop
0-10V Controlled

Ordering Information
Contact the LTR technical team for model selection and application support.

ELECTRONIC TENSIONERS

TECHNICAL
SPECIFICATIONS

LTR Winding Innovations srl
www.ltrtensioners.com

sales@ltrtensioners.com
Made in Italy
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Visit our Technical Resources Library

Models available according to wire diameter and tension range requirements.
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	Available Brake Control Modes

